
DATE: 11-24-2025

AREA LOCATION MAP

ARCHITECT / ENGINEER :

H
R

: 1
50

-1
12

5

ROOF RESTORATION / REPLACEMENT
RAMSEY ELEMENTARY SCHOOL

RAMSEY CUSD #204
RAMSEY, FAYETTE COUNTY, IL

EAST ST. LOUIS, IL
MARION, IL

ARNOLD, MO
NASHVILLE, TN

1400 E. TREMONT STREET
HILLSBORO, IL

PH: 217.532.3959

Hurst-Rosche, Inc.
PROFESSIONAL DESIGN NUMBER: 184-000298

www.hurst-rosche.com

SHEET INDEX:
G-101 COVER SHEET
A-101 ROOF PLAN
A-102 DETAILS

SITE LOCATION

AutoCAD SHX Text
COOK

AutoCAD SHX Text
DU PAGE

AutoCAD SHX Text
KANE

AutoCAD SHX Text
DE KALB

AutoCAD SHX Text
LEE

AutoCAD SHX Text
WHITESIDE

AutoCAD SHX Text
OGLE

AutoCAD SHX Text
CARROLL

AutoCAD SHX Text
LAKE

AutoCAD SHX Text
MC HENRY

AutoCAD SHX Text
BOONE

AutoCAD SHX Text
WINNEBAGO

AutoCAD SHX Text
STEPHENSON

AutoCAD SHX Text
JO DAVIES

AutoCAD SHX Text
PUTNAM

AutoCAD SHX Text
MARSHALL

AutoCAD SHX Text
LIVINGSTON

AutoCAD SHX Text
IROQUOIS

AutoCAD SHX Text
KANKAKEE

AutoCAD SHX Text
WILL

AutoCAD SHX Text
GRUNDY

AutoCAD SHX Text
KENDALL

AutoCAD SHX Text
LASALLE

AutoCAD SHX Text
BUREAU

AutoCAD SHX Text
HENRY

AutoCAD SHX Text
STARK

AutoCAD SHX Text
PEORIA

AutoCAD SHX Text
KNOX

AutoCAD SHX Text
WARREN

AutoCAD SHX Text
HENDERSON

AutoCAD SHX Text
MERCER

AutoCAD SHX Text
ROCK ISLAND

AutoCAD SHX Text
MACON

AutoCAD SHX Text
MOULTRIE

AutoCAD SHX Text
DOUGLAS

AutoCAD SHX Text
COLES

AutoCAD SHX Text
EDGAR

AutoCAD SHX Text
CLARK

AutoCAD SHX Text
CUMBERLAND

AutoCAD SHX Text
SHELBY

AutoCAD SHX Text
CHRISTIAN

AutoCAD SHX Text
MONTGOMERY

AutoCAD SHX Text
MACOUPIN

AutoCAD SHX Text
JERSEY

AutoCAD SHX Text
GREENE

AutoCAD SHX Text
CALHOUN

AutoCAD SHX Text
PIKE

AutoCAD SHX Text
SCOTT

AutoCAD SHX Text
MORGAN

AutoCAD SHX Text
SANGAMON

AutoCAD SHX Text
MENARD

AutoCAD SHX Text
CASS

AutoCAD SHX Text
BROWN

AutoCAD SHX Text
ADAMS

AutoCAD SHX Text
SCHUYLER

AutoCAD SHX Text
MASON

AutoCAD SHX Text
LOGAN

AutoCAD SHX Text
DEWITT

AutoCAD SHX Text
PIATT

AutoCAD SHX Text
VERMILION

AutoCAD SHX Text
CHAMPAIGN

AutoCAD SHX Text
FORD

AutoCAD SHX Text
MCLEAN

AutoCAD SHX Text
WOODFORD

AutoCAD SHX Text
TAZEWELL

AutoCAD SHX Text
FULTON

AutoCAD SHX Text
MC DONOUGH

AutoCAD SHX Text
HANCOCK

AutoCAD SHX Text
WABASH

AutoCAD SHX Text
EDWARDS

AutoCAD SHX Text
GALLATIN

AutoCAD SHX Text
SALINE

AutoCAD SHX Text
WILLIAMSON

AutoCAD SHX Text
JACKSON

AutoCAD SHX Text
RANDOLPH

AutoCAD SHX Text
PERRY

AutoCAD SHX Text
FRANKLIN

AutoCAD SHX Text
HAMILTON

AutoCAD SHX Text
WHITE

AutoCAD SHX Text
WAYNE

AutoCAD SHX Text
JEFFERSON

AutoCAD SHX Text
WASHINGTON

AutoCAD SHX Text
MONROE

AutoCAD SHX Text
ST. CLAIR

AutoCAD SHX Text
CLINTON

AutoCAD SHX Text
MARION

AutoCAD SHX Text
CLAY

AutoCAD SHX Text
RICHLAND

AutoCAD SHX Text
LAWERENCE

AutoCAD SHX Text
CRAWFORD

AutoCAD SHX Text
JASPER

AutoCAD SHX Text
EFFINGHAM

AutoCAD SHX Text
FAYETTE

AutoCAD SHX Text
BOND

AutoCAD SHX Text
MADISON

AutoCAD SHX Text
MASSAC

AutoCAD SHX Text
PULASKI

AutoCAD SHX Text
ALEXANDER

AutoCAD SHX Text
UNION

AutoCAD SHX Text
JOHNSON

AutoCAD SHX Text
POPE

AutoCAD SHX Text
HARDIN



CHECK:DRAWN:DESIGN:

2025 HURST-ROSCHE, INC. 

PROJECT NO:

R
AM

SE
Y,

 F
AY

ET
TE

 C
O

U
N

TY
, I

L,
 6

20
80

 
R

AM
SE

Y 
C

U
SD

 #
20

4
R

AM
SE

Y 
EL

EM
EN

TA
R

Y 
SC

H
O

O
L

R
O

O
F 

R
ES

TO
R

AT
IO

N
 / 

R
EP

LA
C

EM
EN

T

DATEMK. DESCRIPTION

150-1125
DATE: 11-24-2025

11-30-2026

SIGNATURE

DATE

LICENSE EXPIRES

11-24-2025

Hurst-Rosche, Inc.
PROFESSIONAL DESIGN NUMBER: 184-000298

www.hurst-rosche.com

EAST ST. LOUIS, IL
MARION, IL

ARNOLD, MO
SPRINGFIELD, IL
NASHVILLE, TN

1400 E. TREMONT STREET
HILLSBORO, IL

PH: 217.532.3959

ROOF PLAN

TLD BJV JLV

A-101

NORTH

SCALE:
ROOF PLAN

A-101
1

1/16"=1'-0"

GENERAL NOTES:

1. THE CONDITION OF THE EXG. ROOF ASSEMBLY INCLUDING ROOF COVERING,
SUBSTRATE & DECKING IS UNKNOWN & MAY BE DAMAGED OR DETERIORATED.
THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR THE SAFETY OF THE
BUILDING, OCCUPANTS, & WORKERS THROUGHOUT CONSTRUCTION. THE
CONTRACTOR SHALL TAKE ALL NECESSARY SAFETY PRECAUTIONS & COMPLY
WITH ALL APPLICABLE REGULATIONS INCLUDING OSHA SAFETY REGULATIONS
FOR ROOFING OPERATIONS.

2. ALL EXG. FINISHES DISTURBED DURING CONSTRUCTION SHALL BE RESTORED
TO A CONDITION AT LEAST EQUAL IN MATERIAL & APPEARANCE TO THAT
WHICH EXISTED BEFORE CONSTRUCTION.

3. ALL REFUSE & DEBRIS SHALL BE REMOVED FROM THE SITE & LEGALLY
DISPOSED OF BY THE CONTRACTOR.

4. CONTRACTOR SHALL FIELD VERIFY ALL EXG. DIMENSIONS & CONDITIONS &
MAKE MINOR ADJUSTMENTS AS NECESSARY. DIMENSIONS ON DRAWINGS ARE
FOR GENERAL INFORMATION ONLY. PRIOR TO SUBMITTING BID PROPOSAL,
THE CONTRACTOR SHALL THOROUGHLY SURVEY THE FACILITY TO VERIFY
EXG. CONDITIONS & DIMENSIONS, AND DETERMINE ALL MATERIALS, LABOR, &
INCIDENTALS NEEDED FOR COMPLETION OF THE WORK & TO PROVIDE THE
SPECIFIED ROOF SYSTEM WARRANTY.

5. DIRECTIONAL ARROWS AS INDICATED ON THE ROOF PLAN ARE INTENDED AS
A GENERIC REPRESENTATION OF THE GENERAL DIRECTION OF ROOF
SURFACE SLOPE.

6. PROTECT EXG. UTILITIES DURING CONSTRUCTION. FLASH ALL UTILITY,
CONDUIT, & PIPING PENETRATIONS IN ACCORD. W/ THE ROOF
MANUFACTURER'S PUBLISHED INSTRUCTIONS. FIELD VERIFY SIZE, QUANTITY
& LOCATION.

7. MAINTAINING DRAINAGE - IT SHALL BE THE RESPONSIBILITY OF THE
CONTRACTOR TO MAINTAIN DRAINAGE FLOWS AT ALL TIMES DURING THE THE
WORK. DAMAGE RESULTING FROM IMPROPER MAINTENANCE OF DRAINAGE
SHALL BE IMMEDIATELY REPAIRED BY THE CONTRACTOR AT NO ADDITIONAL
COST TO THE OWNER.

8. CONTRACTOR SHALL NOTIFY OWNER AND A/E PRIOR TO USE OF ANY
SCAFFOLDING, LIFTS, SWING STAGES, ETC. USE OF SUCH MATERIALS AND
EQUIPMENT SHALL MEET ALL FEDERAL, STATE, AND LOCAL SAFETY
REGULATIONS AND ORDINANCES.

9. CONTRACTOR SHALL COORDINATE ALL WORK WITH OWNER, A/E, & OTHER
TRADES THROUGHOUT THE PROJECT.

10. PERFORM WORK IN ACCORDANCE W/ NRCA ROOFING & WATERPROOFING
MANUAL, LATEST EDITION.

#KEYED NOTES:

1. POWER WASH EXG. MEMBRANE TO REMOVE A MIN. OF 95% OF OLD RPM
GEOGUARD COATING SYSTEM FROM EXG. EPDM MEMBRANE, THEN INSTALL
NEW TWO-COAT FULLY REINFORCED  FLUID-APPLIED  WATERPROOFING
SYSTEM OVER EXISTING ADHERED EPDM ROOF SYSTEM IN ITS ENTIRETY,
INCLUDING ALL MEMBRANE WALL, PARAPET, CURB AND PENETRATION
FLASHINGS (APPROX. 9,600 SQUARE FEET).
A. POWER WASH & PREPARE ALL SURFACES TO RECEIVE NEW

WATERPROOFING SYSTEM IN ACCORDANCE W/ THE ROOF COATING
MANUFACTURER'S PUBLISHED INSTRUCTIONS.

B. REPAIR ANY OPEN SEAMS OR MEMBRANE PUNCTURES  PRIOR TO THE
INSTALLATION OF THE COATING SYSTEM  (FIELD VERIFY QUANTITY &
LOCATION OF THE REPAIRS REQUIRED).

C. CUT & RELAX FIELD WRINKLES WITH 6" EPDM CURED FLASHING TAPE.
D. SHAVE DOWN PICTURE FRAMING IN SUBSTRATE INSULATION. STRIP IN

PICTURE FRAMING WITH 6" EPDM CURED FLASHING TAPE.
E. PRIME ALL SURFACES TO RECEIVE WATERPROOFING SYSTEM.
F. INSTALL FLUID-APPLIED FLASHING & DETAIL BASE COAT APPLICATION W/

EMBEDDED REINFORCING FABRIC AT ALL PARAPETS, CURBS,
PENETRATIONS & DRAINS.

G. INSTALL BASE COAT & REINFORCING FABRIC TO FIELD OF MEMBRANE IN
ACCORDANCE W/ THE MANUFACTURER'S WRITTEN INSTRUCTIONS.

H. INSTALL TOP COAT TO FIELD OF MEMBRANE AND FLASHINGS UNIFORMLY
IN A COMPLETE, CONTINUOUS INSTALLATION.

I. INSTALL SLIP-RESISTANT GRANULAR WALKWAY TOPCOAT WHERE
INDICATED ON THE ROOF PLAN.

2. REMOVE & DISPOSE OF EXG. ROOF SYSTEM INCLUDING COATING SYSTEM,
EPDM MEMBRANE, RIGID INSULATION SUBSTRATE & ALL FLASHINGS /
ACCESSORIES TO THE EXG. TECTUM DECK (APPROX. 3,800 SQUARE FEET).
INSTALL FULLY ADHERED 60 MIL. EPDM MEMBRANE ROOF SYSTEM IN FULL
COVERAGE OF COLD ADHESIVE OVER 1/4" PER FOOT TAPERED RIGID
INSULATION PRIOR TO INSTALLATION OF NEW WATERPROOFING SYSTEM.
MECHANICALLY ATTACH A SBS-MODIFIED ASPHALT BASE SHEET TO THE EXG.
TECTUM DECK.  ALL LAYERS OF RIGID INSUL. SHALL BE ATTACHED W/
LOW-RISE FOAM ADHESIVE AS RECOMMENDED & APPROVED BY THE ROOF
SYSTEM MANUFACTURER.  PROVIDE ALL FLASHINGS, FASTENERS, ADHESIVES
& ACCESSORIES AS NECESSARY FOR INSTALLATION IN ACCORDANCE W/ THE
MANUFACTURER'S PUBLISHED INSTALLATION INSTRUCTIONS (RE: 2A/A-101).
MATCH EXG. MATERIAL, THICKNESS, & SLOPE. TYPICAL EXG. ROOF
SUBSTRATE CONSTRUCTION CONSISTS OF 1/4 INCH PER FOOT TAPERED
POLYISO FIELD INSULATION & 1/2" PER FOOT TAPERED POLYISO AT CRICKETS
PREPARE THE EXG. DECK AS NECESSARY PRIOR TO INSTALLING NEW
MATERIAL. FOLLOW THE ROOF SYSTEM MANUFACTURER'S PRINTED
INSTRUCTIONS FOR THE PREPARATION OF AN APPROVED SUBSTRATE.

3. REMOVE & DISPOSE OF EXG. ROOF SYSTEM INCLUDING COATING SYSTEM,
EPDM MEMBRANE, RIGID INSULATION SUBSTRATE & ALL FLASHINGS /
ACCESSORIES TO THE EXG. TECTUM DECK. (APPROX 1,260 S.F.) INSTALL FULLY
ADHERED 60 MIL. EDPM MEMBRANE ROOF SYSTEM IN FULL COVERAGE OF
COLD ADHESIVE OVER 1/4" PER FOOT TAPERED RIGID INSULATION (3-1/2"
STARTING THICKNESS) PRIOR TO INSTALLATION OF NEW WATERPROOFING
SYSTEM. MECHANICALLY ATTACH A SBS-MODIFIED ASPHALT BASE SHEET TO
THE EXG. TECTUM DECK. ALL LAYERS OF RIGID INSUL. SHALL BE ATTACHED W/
LOW-RISE FOAM ADHESIVE AS RECOMMENDED & APPROVED BY THE ROOF
SYSTEM MANUFACTURER. PROVIDE ALL FLASHINGS, FASTENERS, ADHESIVES,
& ACCESSORIES AS NECESSARY FOR INSTALLATION IN ACCORDANCE W/ THE
MANUFACTURER'S PUBLISHED INSTALLATION INSTRUCTIONS (RE: 2B/A-101).
PREPARE THE EXG. DECK AS NECESSARY PRIOR TO INSTALLING NEW
MATERIAL, FOLLOW THE ROOF SYSTEM MANUFACTURER'S PRINTED
INSTRUCTIONS FOR THE  PREPARATION OF AN APPROVED SUBSTRATE.

SCALE:
ROOF ASSEMBLY - ROOF REPLACEMENT

A-101
2

NONE

SCALE:
MEMBRANE EXPANSION JOINT

A-101
3

3"=1'-0"

SCALE:
GUTTER EDGE

A-101
5

3"=1'-0"

KEY PLAN:

2012 ROOF CORES:

CORE #3 & #4:
ADHERED EPDM, 1/4":FT. TAPERED
POLYISO INSUL. (#3 - 2" THICK; #4 - 6"
THICK), FELT BASE SHEET, TECTUM
DECKING

LEGEND:

V EXIST. VENT THRU ROOF. SEE 1/A-102.

F EXIST. FLUE THRU ROOF.  SEE 1/A-102.

EF EXIST. EXHAUST FAN. SEE 2/A-102.

PP EXIST. PIPE PORTAL AND CURB.  SEE 2/A-102.

SL EXIST. SKYLIGHT. SEE 2/A-102 FOR 
WORK TO EXG. CURB.
ALTERNATE BID #1: REPLACE EXG. DOMED
POLYCARBONATE LENS ON ROOF AS WELL AS
FLAT TRANSLUCENT HINGED POLYCARBONATE
LENS FROM CORRIDOR CEILING BELOW.

DS1
DS2 4" x 4" DOWNSPOUT. SEE 3/A-102.

EJ GUTTER EXP. JOINT PER DETAIL 4/A-101.

RTU EXIST. ROOF TOP UNIT. SEE 2/A-102 FOR 
WORK TO EXG. CURB.
INSTALL SLIP-RESISTANT WALKWAY 
TOPCOAT, APPLY GRANULAR WALKWAY 
SECOND TOPCOAT FOLLOWING 
APPLICATION AND CURING OF TOPCOAT.

CU EXIST. CONDENSING UNIT.  RE-SET UNITS ON
NEW RUBBER MEMBRANE SLIP SHEET AND
EXIST. PLASTIC EQUIPMENT PAD.

EXIST. GAS PIPING TO REMAIN. PREP, PRIME &
PAINT ALL EXISTING GAS LINE IN AREAS TO
RECEIVE NEW ROOFING. COLOR TO BE SAFETY
YELLOW. REPLACE EXISTING WOOD PIPE
SUPPORTS WITH NEW RUBBER PIPE
SUPPORTS (OMG PIPEGUARD SUPPORTS OR
APPROVED EQUAL).

SCALE:
GUTTER EDGE

A-101
4

3"=1'-0"
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TAPERED INSUL.
1/4" : FT. (TYP.)

EXP. JOINT

1/2" : FT. TAPERED
INSULATION CRICKET

EXIST. ROOF -
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SIM.

SIM.

PRIMER & SEAM TAPE

TAPERED RIGID INSUL.
(3-1/2" STARTING THICK.,
ADHERED W/ LOW-RISE
FOAM ADHESIVE)

SBS-MODIFIED ASPHALT
BASE SHEET (SECURE
WITH MECH. FASTENERS)
EXIST. TECTUM DECKB

EPDM FIELD MEMBRANE W/ TWO-COAT FULLY
REINFORCED FLUID-APPLIED WATERPROOFING
SYSTEM (ADHERED PER SPECIFICATIONS)

PRIMER & SEAM TAPE

TAPERED RIGID INSUL.
(MATCH EXG. THICKNESS,
ADHERED W/ LOW-RISE
FOAM ADHESIVE)

SBS-MODIFIED ASPHALT
BASE SHEET (SECURE
WITH MECH. FASTENERS)
EXIST. TECTUM DECKA

EPDM FIELD MEMBRANE W/ TWO-COAT FULLY
REINFORCED FLUID-APPLIED WATERPROOFING
SYSTEM (ADHERED PER SPECIFICATIONS)

RIGID INSULATION COMPRESSIBLE INSULATION
W/ RETAINER AND FASTENERSEXIST. TECTUM DECK

3" SPLICE TAPE W/ PRIMER

FIELD MEMBRANE

FASTENER & 2" METAL
PLATE AT 12" O.C. MAX. -
SEE NOTE #3

EPDM MEMBRANE NOT ADHERED
TO TUBE - SEE NOTE #4

NOTES:
1. COMPRESSIBLE TUBE DIAMETER MUST EXCEED DECK OPENING BY 50% MIN.
2. APPROPRIATE MEMBRANE ADHESIVE REQUIRED BETWEEN MEMBRAND AND

INSULATION FOR ADHERED MEMBRANE SYSTEMS.
3. MAX. 10" LONG FASTENERS (WOOD BLOCKING MAY BE SUBSTITUTED FOR

INSULATION TO REDUCE FASTENER LENGTH.
4. FIELD SEAMS LOCATED OVER THE EXPANSION JOINT (PERPENDICULAR) WILL

REQUIRE THE USE OF 5" FLASHING TO EXTEND 3" PAT EACH ANGLE CHANGE.

COMPRESSIBLE
TUBE - SEE NOTE #1

GALVANIZED ANNULAR
RING SHANK NAIL AT 6" O.C.
MEMBRANE FLASHING STRIP

FIELD
MEMBRANE

6" CURED
COVER STRIP
PRE-FINISHED

METAL DRIP EDGE

RIGID INSULATION

INSTALL NEW TREATED WD. NAILERS AS
NECESSARY TO MATCH THICK. OF RIGID INSUL.
BUTYL SEALING TAPE OR MASTIC
CONT. METAL CLEAT
PREFINISHED 22 GA. GALVALUME GUTTER.
MATCH SIZE AND PROFILE OF EXIST.
EXISTING MASONRY WALL TO REMAIN

6"

6"

PREFIN. GALVALUME GUTTER

PREFIN. GALVALUME GUTTER
COVER PLATE

EPDM MEMBRANE
BUTYL SEALANT
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TYP. VENT OR PIPE PENETRATION1
A-102   NTSSCALE:

TYP. ROOF CURB FLASHING2
A-102   NTSSCALE:

SCALE:
TYP. WALL FLASHING

A-102
4

N.T.S.

SCALE:
TYP. PARAPET FLASHING

A-501
5

N.T.S.

FL
AS

H
IN

G
H

EI
G

H
T

FLUID-APPLIED
REINFORCED FLASHING

EXIST. PIPE

8"
 M

IN
IM

U
M

LIQUID APPLIED
REINFORCED BASE COAT

LIQUID APPLIED
TOP COAT

NEW OR EXIST. EPDM
MEMBRANE & FLASHING

EXIST. OR NEW INSULATION
AND BASE SHEET ATTACHED
PER SPECIFICATION
REQUIREMENTS

REINFORCING COLLAR
FLASHING

EXTEND EXG. PIPE AS
NECESSARY TO ENSURE
MIN. 8" FLASHING HEIGHT

EXIST. TECTUM DECK

FL
A

S
H

IN
G

 H
E

IG
H

T
8'

' M
IN

IM
U

M

EXIST. ROOFTOP
EQUIPMENT
FRAME

EXIST. SHEET-METAL
RECEIVER WITH
REMOVABLE
COUNTERFLASHING

NEW OR EXIST. ROOF
MEMBRANE & FLASHING

LIQUID APPLIED
REINFORCED
BASE COAT

LIQUID APPLIED
TOP COAT

EXTEND EXG. CURB W/
TREATED 2X WOOD
BLOCK. AS NECESSARY
TO ENSURE MIN. 8"
FLASHING HEIGHT

EXIST. OR NEW INSULATION
& BASE SHEET ATTACHED
PER SPECIFICATION
REQUIREMENTS

EXIST. TECTUM DECK

ANCHOR TO MASONRY
EXISTING MASONRY WALL

4" X 4" X 0.125" GALVALUME
DOWNSPOUT W/ 1-1/2" X .125"
GALVALUME STRAPS. PROVIDE A MIN.
OF 4 STRAPS PER DOWNSPOUT

3
A-102

 TYP. DOWNSPOUT DETAIL
  NTSSCALE:

FOUR DOWNSPOUTS ON WEST SIDE
OF BUILDING SHALL BE RECONNECTED
TO EXG. UNDERGROUND PIPING.

24 GA. PREFIN. GALVALUME ROOF EDGE
SYSTEM W/ 22 GA. CONT. METAL CLEAT
MEMBRANE FLASHING STRIP
ADHESIVE
HOT AIR WELD FIELD MEMBRANE

INSULATION AND BASE SHEET
ATTACHED PER SPEC. REQUIREMENTS
TREATED WD. NAILERS
22 GA. CONT. METAL CLEAT
24 GA. CONT. METAL FASCIA

8"
4"

SCALE:
7

A-102 1-1/2"=1'-0"
ROOF EDGE DETAIL

EXIST. MASONRY WALL
TO REMAIN

EXG. RIGID
INSULATION

PRIMER & SEAM TAPE

COMPRESSIBLE INSULATION

NEW COATING
OVER EXIST.
OR NEW EPDM

FLASHING MEMBRANE

"EXPANSION JOINT FILLER" CLOSED-
CELL POLYETHYLENE TUBING

PRIMER & SEAM TAPE
MEMBRANE FLASHING

BONDING ADHESIVE
ALUMINUM TERM./ RESTRAINT
BAR,  FASTEN AT 8" O.C.

EXIST. WOOD  CURB (TYP.)

GALVANIZED ANNULAR RING
SHANK NAIL AT 6" O.C. (TYP.)

 RAISED EXPANSION JOINT
3" = 1'-0"

6
A-102 SCALE:

RAISE EXG. CURB W/ NEW 2x TREATED
WOOD NAILERS TO A MIN. OF 8" ABOVE
ADJACENT FINISHED ROOF SURFACES

EXIST. MEMBRANE ROOF
SYSTEM TO REMAIN

EXISTING OR NEW INSULATION AND BASE SHEET
ATTACHED PER SPECIFICATION REQUIREMENTS

PRIMER & SEAM TAPE

TERMINATION BAR FASTENED W/
APPROPRIATE FASTENERS
APPROXIMATELY 12'' O.C.

INSTALL COMPRESSIBLE
ELASTOMERIC SEALANT OR
TAPE TO SPAN IRREGULARITIES

24 GA. PREFINISHED SHEET-METAL
COUNTERFLASHING

INSTALL CONT. SEALANT  AND TOOL
TO FACILITATE WATER RUNOFF

FASTENERS W/ RUBBER
WASHERS
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G
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EXIST. MASONRY WALL
CONSTRUCTION

NEW EPDM MEMBRANE
& FLASHING

LIQUID APPLIED
REINFORCED BASE COAT

LIQUID APPLIED TOP COAT

NEW INSULATION AND
BASE SHEET ATTACHED
PER SPECIFICATION
REQUIREMENTS

EXIST. TECTUM DECK

EXIST. METAL
COPING CAP

TOP COAT

FULLY REINFORCED
BASE COAT

EX
IS

TI
N

G
PA

R
AP

ET
 W

AL
L

NEW EPDM MEMBRANE
& FLASHING

NEW INSULATION AND
BASE SHEET ATTACHED
PER SPECIFICATION
REQUIREMENTS

EXIST. TECTUM DECK
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