
DESCRIPTION:
THE CRENSHAW HOUSE (648) IS A 6,613 SQUARE FOOT, 4-STORY BUILDING (3 STORIES PLUS BASEMENT) CONSTRUCTED IN 1842.

HISTORIC STATEMENT:
AFTER OPERATING AS A HOME FOR MANY YEARS, THEN A PRIVATELY-OWNED MUSEUM, THE HOUSE WAS PURCHASED BY THE STATE OF ILLINOIS IN JANUARY 2001.
THE SITE WAS LISTED ON THE NATIONAL REGISTER OF HISTORIC PLACES BY THE UNITED STATES NATIONAL PARK SERVICE ON MAY 29, 1985.

SCOPE;
THE HISTORIC CRENSHAW HOUSE IS IN POOR CONDITION AND REQUIRES SIGNIFICANT RENOVATION TO MAKE IT STRUCTURALLY SOUND AND TO EVENTUALLY
ALLOW  PUBLIC ACCESS.  THE SCOPE OF THIS PROJECT IS TO STABILIZE AND RESTORE THE MAIN HOUSE.  THE PROJECT WILL PRESERVE THE HISTORIC INTERIOR
AND EXTERIOR CHARACTER OF THE BUILDING AND REMOVE NON-PERIOD IMPROVEMENTS.  SEVERELY DETERIORATED OR MISSING CONSTRUCTION REQUIRE
REPLACEMENT OR RESTORATION OF ORIGINAL WORK. THE WORK INCLUDES: ROOFING, ELECTRICAL, HEATING, LIFE SAFETY SYSTEMS, STRUCTURAL REPAIRS,
LIMITED PLUMBING, SITE INFRASTRUCTURE, AND ACCESSIBILITY IMPROVEMENTS.  THE WORK INCLUDES SITE UTILITIES, ACCESS ROUTES AND BUILDING SECURITY
IMPROVEMENTS.

IT IS EXPECTED THAT HAZARDOUS MATERIALS WILL BE ENCOUNTERED, AND MOLD REMEDIATION REQUIRED.

A SUBSEQUENT PROJECT IS PLANNED TO COMPLETE THE BUILDING AND SITE IN ADVANCE OF OPENING TO THE PUBLIC.

REFERENCE DOCUMENTS:
2007 HISTORIC STRUCTURES REPORT, 2008 ASBESTOS MANAGEMENT PLAN REPORT, 2017 ARCHAEOLOGY REPORT, AND 2020 STRUCTURAL ASSESSMENT REPORT.

THIS PROJECT IS DESIGNED TO MEET THE SECRETARY OF THE INTERIOR'S
STANDARDS AND GUIDELINES FOR REHABILITATING HISTORIC BUILDINGS

BUILDING CODE: 2021 INTERNATIONAL EXISTING BUILDING CODE
2021 INTERNATIONAL BUILDING CODE
2014 ILLINOIS  PLUMBING CODE
2018 ILLINOIS ACCESSIBILITY CODE
2021 INTERNATIONAL MECHANICAL CODE

ELECTRICAL CODE: NEC 2020

STRUCTURAL CODE: ASCE 7-16 - 2017

FIRE CODE: NFPA 101- 2015 EDITION
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ABBREVIATIONS
ACC ACCESS
A.C.T. ACOUSTICAL CEILING TILE
ACU AIR CONDITIONING UNIT
ADJ ADJACENT
ADJT ADJUSTABLE
A/E ARCHITECT/ENGINEER
AFF ABOVE FINISHED FLOOR
AHU AIR HANDLING UNIT
ALT ALTERNATE, ALTERNATIVE
ALUM ALUMINUM
AMPS AMPERES
AUTO AUTOMATIC
AVG. AVERAGE

BD BOARD
BLDG BUILDING
B.O. BOTTOM OF
BTU/H BRITISH THERMAL UNIT PER 

HOUR
BTWN BETWEEN

CASS CASSETTE
CF CUBIC FOOT
CFL COUNTERFLASHING
CJ CONTROL JOINT
CLG CEILING
CMU CONCRETE MASONRY
CO CLEAN OUT
COL COLUMN
CONC CONCRETE
CONST CONSTRUCTION
CONT CONTINUOUS
CONTR CONTRACTOR, 

CONTROLLER BOX
COTF CLEAN OUT TO FLOOR
COTG CLEAN OUT TO GRADE
COTW CLEAN OUT TO WALL
CPT CARPET
CS COUNTERSINK
CWS COLD WATER SUPPLY

DBL DOUBLE
DEG DEGREES
DEMO DEMOLISH, DEMOLITION
DIAG DIAGONAL
DIA DIAMETER
DIM DIMENSION
DISP DISPENSER
DIV DIVISION
DR DOOR
DS DOWNSPOUT
DT DRAIN TILE
DTL DETAIL
DWG DRAWING

EL EMERGENCY LIGHT
ELEC ELECTRIC, ELECTRICAL
EPDM ETHYLENE PROPYLENE 

DIENE MONOMER
ERV ENERGY RECOVERY 

VENTILATOR
EXG EXISTING

F DEGREES FAHRENHEIT
FA FIRE ALARM
FACP FIRE ALARM CONTROL 

PANEL
FC FAN COIL
FD FLOOR DRAIN
FF FINISHED FLOOR
FOUND FOUNDATION
FP FIREPROOF
FT FEET
FTG FOOTING

GA GAUGE
GFCI GROUND FAULT CIRCUIT
GWB GYPSUM WALL BOARD
GYP GYPSUM

HC HOLLOW CORE
HM HOLLOW METAL

HP HORSEPOWER
HORIZ HORIZONTAL
HSS STRUCTURAL TUBE
HT HEIGHT
HTG HEATING
HVAC HEATING, VENTILATION, AND 

AIR CONDITIONING
HWS HOT WATER SUPPLY

IN INCH
INS INSULATE, (D), (ION) 
INT INTERIOR

JT JOINT

KPL KICK PLATE

L LENGTH
LL LIVE LOAD
LLC LOCAL LIGHTING CONTROLLER
LT LIGHT

M/MECH MECHANICAL
MAX MAXIMUM
MBH 1,000 BTU/H
MED MEDIUM
MFG MANUFACTURE, (ER), (ING)
MIN MINIMUM
MISC MISCELLANEOUS
MO MASONRY OPENING
MOV MOVABLE
MP METAL PANEL
MT MOUNT, (ED), (ING)
MTL METAL

NO NUMBER
NOM NOMINAL

OA OUTDOOR AIR
OC ON CENTER
OH OVERHEAD
OS OCCUPANCY SENSOR
OPP OPPOSITE
OWSJ OPEN WEB STEEL JOIST

PEMB PRE-ENGINEERED MTL BLDG
PP POWER PACK
PS PULL SWITCH
PT PAINT (ED)

RB RUBBER BASE
REQ
RF RUBBER FLOORING
RM ROOM
RO ROUGH OPENING
RR RESTROOM
RTU ROOF TOP UNIT

SHT SHEET
SIM SIMILAR
SS STAINLESS STEEL
STL STEEL

TB TILE BASE
TO TOP OF
TYP TYPICAL

UH UNIT HEATER
U.O.N. UNLESS OTHERWISE NOTED

VA VOLT AMPS
VB VAPOR BARRIER
V.I.F. VERIFY IN FIELD
V.T.R. VENT THROUGH ROOF

WD WOOD
WF WALL FINISH
WH WATER HEATER
WP WATER PROOFING
W/ WITH
W/O WITHOUT
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DESIGN INTENT STATEMENT

1. WORK OF THIS SECTION SHALL BE GOVERNED BY THE
CONTRACT DOCUMENTS.  PROVIDE MATERIALS, LABOR,
EQUIPMENT, AND SERVICES NECESSARY TO FURNISH,
DELIVER, AND INSTALL THE WORK OF THIS SECTION AS
SHOWN ON THE DRAWINGS, AS SPECIFIED HEREIN, AND/OR
AS REQUIRED BY JOB CONDITIONS.

2. THE CRENSHAW HOUSE HAS BEEN VACANT FOR MANY
YEARS AND HAS INCREMENTALLY DETERIORATED OVER
TIME. KEY ISSUES INCLUDE SPECIFIC CONCERNS
REGARDING:

· THE STONE FOUNDATION AND WOOD FRAME
SUPERSTRUCTURE

· MANAGEMENT OF RAINWATER RUNOFF FROM THE ROOF

CDB PROJECT NAME: 104-620-005 | RENOVATE BUILDING & SITE
IMPROVEMENTS FACILITY/BUILDING

DESCRIPTION: THE CRENSHAW HOUSE (CDB INVENTORY #648) IS 
A 6,613 SQUARE FOOT, 3-STORY BUILDING CONSTRUCTED IN 1842.

SCOPE: THE HISTORIC CRENSHAW HOUSE IS IN POOR
CONDITION AND NEEDS SIGNIFICANT RENOVATION WORK TO
MAKE IS STRUCTURALLY SOUND AND TO ALLOW THE SITE TO
BE OPEN TO THE PUBLIC. THE HOUSE WAS ORIGINALLY LISTED
ON THE NATIONAL REGISTER OF HISTORIC PLACES IN 1985. 

THE SCOPE OF THIS PROJECT IS TO STABILIZE AND RESTORE 
THE MAIN HOUSE. TO THE EXTENT POSSIBLE, THE PROJECT IS 
TO PRESERVE HISTORIC INTERIOR AND EXTERIOR 
CHARACTER OF THE BUILDING AND RESTORATION TO STRIP 
AWAY NON-PERIOD IMPROVEMENTS. ANY SEVERELY 
DETERIORATED OR MISSING CONSTRUCTION REQUIRES 
REPLACEMENT OR RESTORATION TO ORIGINAL 
CONSTRUCTION. THE WORK INCLUDES ROOFING, 
ELECTRICAL, HEATING, LIFE SAFETY SYSTEMS, STRUCTURAL 
REPAIRS, AND ACCESSIBILITY IMPROVEMENTS, AS WELL AS 
SITE WORK AND BUILDING SECURITY IMPROVEMENTS. 
HAZARDOUS MATERIALS ARE EXPECTED TO BE 
ENCOUNTERED, AND MOLD REMEDIATION REQUIRED.

REFERENCE DOCUMENTS: 2007 HISTORIC STRUCTURES
REPORT, 2008 ASBESTOS MANAGEMENT PLAN, 2017
ARCHEOLOGY REPORT, AND A 2020 STRUCTURAL ASSESSMENT
REPORT WILL BE PROVIDED TO THE FIRMS THAT ARE SHORT
LISTED FOR INTERVIEWS.
THE A/E WILL DETERMINE IF COMPONENTS OF THIS PROJECT
ARE ELIGIBLE FOR A UTILITY COMPANY OR OTHER ENERGY
GRANT/REBATE AND BE RESPONSIBLE FOR PREPARING AND
SUBMITTING THE GRANT APPLICATION IF THE PROJECT
QUALIFIES FOR THE REBATE.

GENERAL NOTES

1. THE WORK OF THIS PROJECT IS TO BE CONDUCTED IN A
MANNER CONSISTENT WITH "THE SECRETARY OF THE
INTERIOR'S STANDARDS FOR THE TREATMENT OF
HISTORIC PROPERTIES."

2. RESTORATION IS THE TREATMENT STANDARD TO BE
APPLIED TO THE WORK OF THIS PROJECT.

1. VERIFY THAT EXISTING CONDITIONS ARE AS INDICATED ON THE DRAWINGS. 
NOTIFY THE ARCHITECT/ENGINEER IMMEDIATELY OF VARIATIONS OR 
DISCREPANCIES THAT HAVE THE POTENTIAL TO AFFECT THE WORK. DO NOT 
PROCEED WITH AFFECTED WORK UNTIL VARIATIONS OR DISCREPANCIES 
ARE FULLY RESOLVED IN CONSULTATION WITH THE CONTRACTING OFFICER.

1.1. VISIT THE SITE TO DETERMINE BY INSPECTION ALL EXISTING 
CONDITIONS, INCLUDING ACCESS TO THE SITE, THE NATURE OF 
STRUCTURES, OBJECTS AND MATERIALS TO BE ENCOUNTERED, 
AND ALL OTHER FACTS CONCERNING OR AFFECTING THE WORK. 
INFORMATION AS DRAWN SHOWS EXISTING CONDITIONS FOR 
INFORMATION ONLY AND DOES NOT CONSTITUTE A GUARANTEE 
THAT OTHER ITEMS MAY NOT BE FOUND OR ENCOUNTERED.

1.2. BEFORE STARTING WORK, MAKE A THOROUGH EXAMINATION OF 
THOSE PORTIONS OF THE SITE IN WHICH THE WORK IS TO BE 
PERFORMED. CHECK THE WORK ADJOINING OR AT UNDERLYING 
LOCATIONS, IN WHICH THE WORK IS TO BE PERFORMED. REPORT 
TO THE ARCHITECT/ENGINEER ANY AND ALL CONDITIONS WHICH 
MAY INTERFERE WITH OR OTHERWISE AFFECT OR PREVENT THE 
PROPER EXECUTION AND COMPLETION OF THE WORK. DO NOT 
START THE WORK UNTIL SUCH CONDITIONS HAVE BEEN 
EXAMINED AND A COURSE OF ACTION MUTUALLY AGREED UPON.

1.3. THE EXECUTION OF WORK CONSTITUTES ACCEPTANCE OF THE 
CONDITIONS. LATER CLAIMS WILL NOT CONSTITUTE RELIEF FROM 
THE REQUIREMENTS OF THE SPECIFICATIONS UNDER THIS 
SECTION, NOR WILL EXTRA COMPENSATION BE PAID.

2. THE CONTRACTOR SHALL RECOGNIZE THAT ALL ASPECTS AND ELEMENTS OF 
THE PROPERTY MAY POTENTIALLY CONTRIBUTE TO THE HISTORIC 
SIGNIFICANCE, AND THE CONTRACTOR SHALL NOT BE THE JUDGE OF THE 
RELATIVE SIGNIFICANCE OF ANY FEATURE. THIS JUDGMENT IS ENTIRELY THE 
RESPONSIBILITY OF THE ARCHITECT/ENGINEER.  CONSEQUENTLY, NO 
ELEMENT SHALL BE ALTERED, REMOVED, REFUSED OR TAKEN FROM THE 
PREMISES WITHOUT THE APPROVAL OF THE ARCHITECT/ENGINEER AS BEING 
CONSISTENT WITH THE REQUIREMENTS OF THE CONTRACT DOCUMENTS.

2.1. ACTIVITIES THAT INVOLVE DEMOLITION, DISASSEMBLY, OR 
SELECTIVE REMOVAL OF MATERIAL CAN RESULT IN PERMANENT 
LOSS IF CARE IS NOT TAKEN TO AVOID SUCH DAMAGE.  
APPROPRIATE PROCEDURES AND TECHNIQUES FOR STORAGE OF 
DISASSEMBLED ITEMS MUST BE TAKEN INTO ACCOUNT AS 
SPECIFIED BEFORE THE WORK COMMENCES.

3. PROTECT AND PREVENT DAMAGE TO ALL HISTORIC BUILDING AND HISTORIC 
SITE RESOURCES. NOTIFY ARCHITECT/ENGINEER IMMEDIATELY IF ACCESS, 
TRANSPORT OF MATERIALS, OR ANY ASPECT OF THE WORK HAS THE 
POTENTIAL TO CAUSE DAMAGE TO HISTORIC RESOURCES. DO NOT PROCEED 
WITH AFFECTED WORK UNTIL POTENTIALLY-DAMAGING ACTIONS ARE FULLY 
RESOLVED IN CONSULTATION WITH THE ARCHITECT/ENGINEER.

4. PERFORM ALL CONSTRUCTION AND INSTALLATION WORK SHOWN, IN 
ACCORDANCE WITH ALL APPLICABLE LAWS, CODES AND ORDINANCES. USE 
METHODS AS REQUIRED TO COMPLETE WORK WITHIN LIMITATIONS OF ALL 
PREVAILING CODES AND LAWS.

5. DO NOT SCALE DRAWINGS: USE DIMENSIONS SHOWN. VERIFY ALL 
DIMENSIONS IN THE FIELD. DIMENSIONS SHOWN AT EXISTING CONDITIONS 
ARE TO FACE OF EXISTING FINISH.

6. SAFETY MEASURES: AT ALL TIMES THE CONTRACTOR SHALL BE SOLELY 
RESPONSIBLE FOR THE CONDITIONS AT THE JOB SITE, INCLUDING SAFETY OF 
PEOPLE AND PROPERTY.

7. INSTALL MATERIALS AND EQUIPMENT PER MANUFACTURER'S 
RECOMMENDATIONS AND INSTRUCTIONS, UNLESS OTHERWISE DIRECTED BY 
ARCHITECT/ENGINEER.

8. ALL WASTE GENERATED BY THE WORK SHALL BE REMOVED FROM THE 
PREMISES AND LEGALLY DISPOSED OF BY THE CONTRACTOR INCLUDING 
HAZARDOUS MATERIALS. HAZARDOUS MATERIAL DISPOSAL MUST BE 
DOCUMENTED AND LEGAL DISPOSAL PERMITS SUBMITTED FOR RECORD. THE 
PREMISES SHALL BE LEFT CLEAR AND CLEAN TO THE SATISFACTION OF THE 
ARCHITECT/ENGINEER.

9. APPLICATION OF FINISH: SURFACES PREVIOUSLY PREPARED OR INSTALLED BY 
ANOTHER TRADE SHALL BE INSPECTED CAREFULLY BY THE CONTRACTOR 
BEFORE APPLYING SUBSEQUENT MATERIALS OR FINISHES. IF SURFACES ARE 
NOT ACCEPTABLE, IMMEDIATELY NOTIFY THE ARCHITECT/ENGINEER SO  THAT 
CORRECTIONS MAY BE MADE. DO NOT APPLY FINISHES TO SUBSTRATES THAT 
ARE NOT ACCEPTABLE.

10. INSTALL WORK PLUMB, LEVEL AND STRAIGHT, OR AS REQUIRED TO ALIGN WITH 
EXISTING HISTORIC SURFACES TO REMAIN.

11. CONTRACTOR SHALL DESIGN AND INSTALL SHORING AS REQUIRED TO 
PERFORM WORK. RESPONSIBILITY FOR ENGINEERING, CONSTRUCTION, AND 
SAFETY OF THE SHORING SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR.

12. CONFLICTS BETWEEN VARIOUS ELEMENTS OF THE DRAWINGS, 
SPECIFICATIONS, NOTES AND DETAILS SHALL BE BROUGHT TO THE ATTENTION 
OF THE ARCHITECT/ENGINEER AND RESOLVED BEFORE PROCEEDING WITH 
WORK.

13. DETAILS SHOWN SHALL BE INCORPORATED INTO THE PROJECT AT ALL 
APPROPRIATE LOCATIONS WHETHER SPECIFICALLY CALLED OUT OR NOT.

14. THE ARCHITECT/ENGINEER IS TO HOLD A TOUR OF THE PROPERTY PRIOR TO 
DEMOLITION FOR ALL PROJECT MANAGERS, SUPERVISORS, SUPERINTENDENTS, 
OR FOREMEN (PLUS ANY INTERESTED WORKERS) OF EACH CONTRACTOR AND 
SUBCONTRACTOR.  

15. THE CONTRACTOR WILL COMPLY WITH ALL SECURITY RULES AND POLICIES 
APPLICABLE TO THE SITE AS DETERMINED BY ARCHITECT/ENGINEER AND SHALL 
INCUR ALL COSTS ASSOCIATED WITH COMPLIANCE.

16. ALL ON-SITE PERSONNEL ARE EXPECTED TO CONDUCT THEIR OPERATIONS IN A 
PROFESSIONAL MANNER AND BE COURTEOUS AND POLITE TO ALL VISITORS.

17. WORKMANSHIP - EMPLOY ONLY COMPETENT WORKERS THOROUGHLY SKILLED 
IN THEIR RESPECTIVE TRADES TO PERFORM THE WORK.  THE WORK SHALL BE 
PERFORMED BY COMPETENT WORKERS EXPERIENCED IN THIS KIND OF WORK 
AND SHALL BE CARRIED THROUGH TO COMPLETION.

18. PERFORM THE WORK IN ACCORDANCE WITH THE HIGHEST STANDARDS AND 
ESTABLISHED PRACTICES IN THE TRADE, AND CONFORM TO ALL THE RULES AND 
REGULATIONS OF ALL CITY, STATE AND FEDERAL AUTHORITIES HAVING 
JURISDICTION OVER THIS WORK

19. CONTRACTOR TO PROTECT GROUND SURFACES ADJACENT TO WORK. REPAIR 
TURF AND ADJACENT SURFACES TO REMAIN, TO PRE-PROJECT CONDITIONS.
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DINING ROOM
101

ENTRY HALL
100
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BEDROOM
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9
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TD = 71' - 6" 

TD = 62' - 0" 

TD = 42' - 4"

TD = 43' - 3"

TD = 44' - 4" 

TD = 27' - 6" 

PORTABLE FIRE 
EXTINGUISHER 

CODE COMPLIANCE NOTES:
1. BUILDING USES:

ASSEMBLY A-3 (SECTION 303.4, 2021 IBC)

BUILDING TYPE: V-B (TABLE 601, 2021 IBC)
FIRE PROTECTION SYSTEMS: NON-SPRINKLED.
OCCUPANCY CLASSIFICATIONS: (SECTIONS 302-31, 2021 IBC)

2. OCCUPANCY LEGEND:

OCCUPANT LOAD: CALCULATED BY SQUARE FOOTAGE, BUT NOT REPRESENTATIVE OF ACTUAL OCCUPANT LOAD.
ACTUAL OCCUPANT LOAD: OCCUPANT LOAD RESTRICTED BY CLIENT AGENCY USE TO 49 PERSONS.

100

ENTRY HALL

150 SF
30
5

ROOM NAME

ROOM NUMBER

AREA OF ROOM
S.F. / OCCUPANT (TABLE 1004.5)
OCCUPANT LOAD

104A
180
29

DOOR TAG
DOOR CAPACITY
OCCUPANT LOAD

3. EXITING LEGEND:

4. TRAVEL DISTANCE:

11

DIRECTION OF TRAVEL

OCCUPANT LOAD (TABLE 1004.5, 2021 IBC)

TD = 103' - 4"

MAXIMUM DISTANCE TO EXIT (TABLE 1017.2, 2021 IBC):
ASSEMBLY A-3: MAX. 200 FEET
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D65 D65

D04

D05

D07
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 - 
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' -
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ROOM DEMOLTION SCHEDULE
ROOM FLOOR EAST WALL NORTH WALL WEST WALL SOUTH WALL CEILING COMMENTS

001
Excavate for new
slab-on-grade. See 
structural.

No work No work No work No work
Remove existing 
insulation,
not to be replaced.

002
Excavate for new
slab-on-grade. See 
structural.

No work No work No work No work
Remove existing 
insulation,
not to be replaced.

Replace stairs. See A-303.

1.
2.

3.
A.
B.

C.

D.

E.
F.

G.

H.

4.
5.

SEE SPECIFICATION 02 83 00 FOR LEAD REMEDIATION REPORT AND LOCATIONS.
FOR ALL DEMOLITION WORK - CONFIRM WHICH ITEMS AND MATERIALS ARE LEAD-
CONTAINING AND REQUIRE ABATEMENT PROCEDURES.
FOLLOW LEAD ABATEMENT PROCEDURES FOR EACH CONDITION:

EXTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
EXTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED 
CLEAN, RE-PAINTED AND RE-INSTALLED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
INTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED CLEAN, 
REPAINTED AND RE-INSTALLED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.

FOLLOW DISPOSAL PROCEDURES FOR ALL LEAD-CONTAINING MATERIALS.
PROPERLY CLEAN AREA IN WHICH LEAD ABATEMENT PROCEDURES WERE 
PERFORMED.

DEMOLITION PLAN LEAD ABATEMENT NOTES
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D-101D-101
DEMO BASEMENT FLOOR PLAN1 DEMO BASEMENT FLOOR PLAN1

KEYNOTE LEGEND
MARK KEYNOTE
D00 CAREFULLY REMOVE AND LEGALLY DISPOSE OF PREVIOUS BUILDING ADDITION, SHOW AS 9'10" BY 23'-9" ON D-101, AND CONCRETE STAIRS IN THEIR ENTIRETY.
D02 EXCAVATE FOR NEW SLAB-ON-GRADE. SEE STRUCTURAL
D03 REMOVE AND LEGALLY DISPOSE OF EXISTING SLAB AND PREP FOR NEW SLAB-ON-GRADE. SEE STRUCTURAL.
D04 CREATE OPENING IN STONE MASONRY FOR DUCTWORK RISERS. EXCAVATE AT CRAWL SPACE AS REQUIRED. SEE HEATING-VENTILATION DRAWINGS.
D05 EXISTING FLOORING TRANSITION. BOTH SIDES TO BE DEMOLISHED/EXCAVATED. SEE STRUCTURAL.
D07 DEMOLISH STONE FOR NEW VENTILATION OPENING.
D10 RE-OPEN HISTORIC WINDOW OPENING FOR INSTALLATION OF NEW WINDOWS MATCHING ORIGINAL. SEE WINDOW SCHEDULE.
D23 ENCAPSULATE CRAWL SPACE WITH VAPOR RETARDER, TAPE AT SEAMS AND PERIMETER.
D63 CAREFULLY REMOVE AND LEGALLY DISPOSE OF CONCRETE STAIR AND WOOD HANDRAIL.
D65 WOOD POST TO REMAIN TYP.
D80 EXTERIOR CONCRETE STEPS TO BASEMENT TO REMAIN.
D88 REMOVE AND LEGALLY DISPOSE OF LOOSE PARGING AT EXPOSED STONE FOUNDATION WALL.
D89 REMOVE AND LEGALLY DISPOSE OF STONE INFILL TO RE-OPEN FORMER WINDOW.

NORTH



ROOM DEMOLTION SCHEDULE
ROOM FLOOR EAST WALL NORTH WALL WEST WALL SOUTH WALL CEILING COMMENTS

200
Carefully remove damaged
flooring. Remove paint at
flooring.

Remove drywall. Carefully remove
wallpaper layer if present. Remove
infill wall to re-create large opening,
approx. 15'-6" wide X 9'-3" high.

Remove drywall. Carefully
remove wallpaper layer if
present. Demo door openings.

Remove drywall. Carefully
remove wallpaper layer if
present. Remove infill wall to
re-create large opening,
approx. 15'-6" wide X 9'-3"
high.

Remove drywall. Carefully
remove wallpaper layer of
present.

Carefully remove drywall
ceiling and framing.

201

Carefully remove damaged
wood flooring. Remove wood
flooring at fireplace hearth.
Remove paint at flooring.

Remove drywall. Carefully remove
wallpaper layer if present. Remove
infill wall to re-create large opening,
approx. 15'-6" wide X 9'-3" high.

Remove drywall. Carefully
remove wallpaper layer if
present.

Remove drywall. Carefully
remove wallpaper layer if
present.

Remove drywall. Carefully
remove wallpaper layer if
present.

Carefully remove drywall
ceiling and framing.

202

Carefully remove damaged
wood flooring. Remove wood
flooring at fireplace hearth.
Remove paint at flooring.

Remove drywall. Carefully remove
wallpaper layer if present.

Remove drywall Carefully
remove wallpaper layer if
present.

Remove drywall. Carefully
remove wallpaper layer if
present.

Remove drywall. Carefully
remove wallpaper layer if
present. Expose existing
fireplace and mantel.

Carefully remove drywall
ceiling and framing.

203
Carefully remove damaged
flooring. Remove paint at
flooring.

Remove drywall. Carefully remove
wallpaper layer if present.

Remove drywall. Carefully
remove wallpaper layer if
present.

Remove drywall. Carefully
remove wallpaper layer if
present. Remove wall and
door at upper portion of stairs
to third floor. Remove stair
handrails to third floor.

Remove drywall. Carefully
remove wallpaper layer if
present.

Carefully remove drywall
ceiling and framing.

204

Carefully remove damaged
wood flooring. Remove wood
flooring at fireplace hearth.
Remove paint at flooring.

Remove drywall. Carefully remove
wallpaper layer if present.

Remove drywall. Carefully
remove wallpaper layer if
present.

Remove drywall. Carefully
remove wallpaper layer if
present.

Remove drywall. Carefully
remove wallpaper layer if
present. Expose existing
direplace and mantel.

Carefully remove drywall
ceiling and framing.

205

Carefully remove damaged
wood flooring. Remove wood
flooring at fireplace hearth.
Remove paint at flooring.

Remove drywall. Carefully remove
wallpaper layer if present.

Remove drywall. Carefully
remove wallpaper layer if
present.

Remove drywall. Carefully
remove wallpaper layer if
present. Remove infill wall to
re-create large opening,
approx. 15'-6" wide X 9'-3"
high.

Remove drywall. Carefully
remove wallpaper layer if
present.

Carefully remove drywall
ceiling and framing.
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1.

2.

3.

4.

5.

6.

CAREFULLY REMOVE CONCRETE STUCCO FROM FACE OF 
FOUNDATION WALL, REPAIR OR REPLACE FOUNDATION AS 
NEEDED.
CAREFULLY REMOVE LAYER OF DRYWALL FROM ALL WALLS AND 
CEILINGS IN ALL ROOMS. PROTECT ALL GRAFFITI IN 3RD FLOOR 
ROOMS AS INDICATED IN ROOM FINISH SCHEDULE.
CAREFULLY DISASSEMBLE ALL WINDOW SASHES AND PROTECT 
OPENINGS. SALVAGE WINDOWS 211 AND 212. SEE WINDOW 
SCHEDULE.
CAREFULLY SALVAGE ALL DOORS AND PROTECT OPENINGS. SEE 
DOOR SCHEDULE.
ROOM 102: CAREFULLY REMOVE ALL FLOORS DOWN TO 
SUBSTRATE AND WALL COVERINGS DOWN TO ORIGINAL 
PLASTER. CAREFULLY REMOVE ALL CABINETS, COUNTERS, AND 
APPLIANCES.
CAREFULLY REMOVE SOUTH PORCH ELEMENTS (COLUMNS AND 
RAILS) AND PROTECT ROOF AND FLOOR STRUCTURE, AS 
REQUIRED. SEE STRUCTURAL NOTES.

DEMOLITION PLAN GENERAL NOTES

1.
2.

3.
A.
B.

C.

D.

E.
F.

G.

H.

4.
5.

SEE SPECIFICATION 02 83 00 FOR LEAD REMEDIATION REPORT AND LOCATIONS.
FOR ALL DEMOLITION WORK - CONFIRM WHICH ITEMS AND MATERIALS ARE LEAD-
CONTAINING AND REQUIRE ABATEMENT PROCEDURES.
FOLLOW LEAD ABATEMENT PROCEDURES FOR EACH CONDITION:

EXTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
EXTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED 
CLEAN, RE-PAINTED AND RE-INSTALLED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
INTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED CLEAN, 
REPAINTED AND RE-INSTALLED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.

FOLLOW DISPOSAL PROCEDURES FOR ALL LEAD-CONTAINING MATERIALS.
PROPERLY CLEAN AREA IN WHICH LEAD ABATEMENT PROCEDURES WERE 
PERFORMED.
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D-103D-103
DEMO SECOND FLOOR PLAN1 DEMO SECOND FLOOR PLAN1

KEYNOTE LEGEND
MARK KEYNOTE
D00 CAREFULLY REMOVE AND LEGALLY DISPOSE OF PREVIOUS BUILDING ADDITION,

SHOW AS 9'10" BY 23'-9" ON D-101, AND CONCRETE STAIRS IN THEIR ENTIRETY.
D11 CAREFULLY DISASSEMBLE, REMOVE, AND LEGALLY DISPOSE OF WINDOW. SEE

WINDOW SCHEDULE.
D12 CAREFULLY REMOVE WINDOW AFTER CAULK ABATEMENT. RESTORE IN SHOP FOR

LATER REINSTALLATION.
D22 REMOVE AND LEGALLY DISPOSE OF DRYWALL CEILING.
D31 CAREFULLY REMOVE AND LEGALLY DISPOSE OF WALL IN ITS ENTIRITY.
D32 CAREFULLY REMOVE AND LEGALLY DISPOSE OF BUILT-IN CABINETS.
D41 CAREFULLY SALVAGE AND REMOVE DOOR. SEE DOOR SCHEDULE.
D43 CAREFULLY REMOVE EXISTING WALL SUFFICIENT FOR NEW DOOR INSTALLATION

AND PROTECT EXG TRANSOM. SEE DOOR SCHEDULE.
D50 CAREFULLY RE-OPEN HISTORIC FIREPLACE OPENING.
D51 REMOVE AND LEGALLY DISPOSE OF PAINT AT EXISTING FIREPLACE. CAREFULLY

REOPEN. STRIP AND SAND WOOD SURROUND.
D53 CAREFULLY OPEN WALL TO EXPOSE COVERED FIREPLACE. FIREPLACE TO REMAIN.
D60 CAREFULLY REMOVE AND LEGALLY DISPOSE OF FLOOR COVERINGS DOWN TO

ORIGINAL WOOD FLOOR. REMOVE PAINT WHERE PRESENT ON WOOD FLOOR.
D62 CAREFULLY REMOVE AND LEGALLY DISPOSE OF EXISTING INFILL.
D67 SALVAGE EXISTING HISTORIC COLUMNS FOR CLIENT AGENCY.
D73 CAREFULLY REMOVE AND LEGALLY DISPOSE OF ROOFING MATERIAL. EXPOSE WOOD

DECK. REMOVE AND LEGALLY DISPOSE OF DAMAGED BOARDS.

NORTH
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SEE SPECIFICATION 02 83 00 FOR LEAD REMEDIATION REPORT AND LOCATIONS.
FOR ALL DEMOLITION WORK - CONFIRM WHICH ITEMS AND MATERIALS ARE LEAD-
CONTAINING AND REQUIRE ABATEMENT PROCEDURES.
FOLLOW LEAD ABATEMENT PROCEDURES FOR EACH CONDITION:

EXTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
EXTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED 
CLEAN, RE-PAINTED AND RE-INSTALLED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
INTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED CLEAN, 
REPAINTED AND RE-INSTALLED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.

FOLLOW DISPOSAL PROCEDURES FOR ALL LEAD-CONTAINING MATERIALS.
PROPERLY CLEAN AREA IN WHICH LEAD ABATEMENT PROCEDURES WERE 
PERFORMED.
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RENOVATE BUILDING AND SITE IMPROVEMENTSRENOVATE BUILDING AND SITE IMPROVEMENTS
DEPARTMENT OF NATURAL RESOURCESDEPARTMENT OF NATURAL RESOURCES
4325 CRENSHAW LANE4325 CRENSHAW LANE
EQUALITY, GALLATIN COUNTY, ILLINOISEQUALITY, GALLATIN COUNTY, ILLINOIS

04-08-202604-08-2026

104-620-005104-620-005

94

0' 2' 4' 8' 16'1'

SCALE: 1/4" = 1'- 0"
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DEMO THIRD FLOOR PLAN1 DEMO THIRD FLOOR PLAN1
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D-104D-104
DEMO CLERESTORY PLAN2 DEMO CLERESTORY PLAN2

KEYNOTE LEGEND
MARK KEYNOTE
D00 CAREFULLY REMOVE AND LEGALLY DISPOSE OF PREVIOUS BUILDING ADDITION,

SHOW AS 9'10" BY 23'-9" ON D-101, AND CONCRETE STAIRS IN THEIR ENTIRETY.
D11 CAREFULLY DISASSEMBLE, REMOVE, AND LEGALLY DISPOSE OF WINDOW. SEE

WINDOW SCHEDULE.
D13 REMOVE AND LEGALLY DISPOSE OF SHEET METAL AND OTHER EXISTING

CONSTRUCTION AT CLERESTORY WINDOW, IN ADVANCE OF WINDOW INSTALLATION.
D33 PROTECT HISTORIC STENCIL PATTERN AT PLASTER WALL.
D52 CAREFULLY DISASSEMBLE AND SALVAGE CHIMNEY BRICKS FOR REINSTALLATION,

FROM THIRD FLOOR LEVEL.
D63 CAREFULLY REMOVE AND LEGALLY DISPOSE OF CONCRETE STAIR AND WOOD

HANDRAIL.
D65 WOOD POST TO REMAIN TYP.
D66 BUILT-IN BUNK TO REMAIN, TYP.
D77 REMOVE AND LEGALLY DISPOSE OF ROOF HATCH ABOVE.
D87 REMOVE AND LEGALLY DISPOSE OF NON-HISTORIC HANDRAIL.

NORTH NORTH
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SEE SPECIFICATION 02 83 00 FOR LEAD REMEDIATION REPORT AND LOCATIONS.
FOR ALL DEMOLITION WORK - CONFIRM WHICH ITEMS AND MATERIALS ARE LEAD-
CONTAINING AND REQUIRE ABATEMENT PROCEDURES.
FOLLOW LEAD ABATEMENT PROCEDURES FOR EACH CONDITION:

EXTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
EXTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED 
CLEAN, RE-PAINTED AND RE-INSTALLED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
INTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED CLEAN, 
REPAINTED AND RE-INSTALLED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.

FOLLOW DISPOSAL PROCEDURES FOR ALL LEAD-CONTAINING MATERIALS.
PROPERLY CLEAN AREA IN WHICH LEAD ABATEMENT PROCEDURES WERE 
PERFORMED.

DEMOLITION PLAN LEAD ABATEMENT NOTES

www.hurst-rosche.com
DATEDATE

PROJECT NO.PROJECT NO.

SHEET NO.SHEET NO.

CHECKEDCHECKED APPROVEDAPPROVED

APPROVEDAPPROVED

PREPAREDPREPARED

TRACEDTRACED

DRAWNDRAWN 202 NORTH MARKET ST., SUITE C
MARION, IL  62959
PH: 618.998.0075

HILLSBORO, IL
EAST ST. LOUIS, IL

ARNOLD, MO
NASHVILLE, TN

SPRINGFIELD, IL

JB PRITZKER, GOVERNOR
Illinois Capital Development Board

State of Illinois
REVISIONS

REMARKSDATENO.

NOTE: CONTRACTOR SHALL OBTAIN AND VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE AND BE FULLY RESPONSIBLE FOR SAME.

Hurst-Rosche, Inc.
PROFESSIONAL DESIGN NUMBER: 184-000298

EXP.:EXP.:

DATE:DATE:

ISSUED FOR BID

11-30-2611-30-26
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ROOF DEMOLITION PLANROOF DEMOLITION PLAN

RENOVATE BUILDING AND SITE IMPROVEMENTSRENOVATE BUILDING AND SITE IMPROVEMENTS
DEPARTMENT OF NATURAL RESOURCESDEPARTMENT OF NATURAL RESOURCES
4325 CRENSHAW LANE4325 CRENSHAW LANE
EQUALITY, GALLATIN COUNTY, ILLINOISEQUALITY, GALLATIN COUNTY, ILLINOIS

04-08-202604-08-2026

104-620-005104-620-005
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SCALE: 1/4" = 1'- 0"

D-105D-105
DEMO ROOF PLAN1 DEMO ROOF PLAN1

KEYNOTE LEGEND
MARK KEYNOTE
D00 CAREFULLY REMOVE AND LEGALLY DISPOSE OF PREVIOUS BUILDING ADDITION,

SHOW AS 9'10" BY 23'-9" ON D-101, AND CONCRETE STAIRS IN THEIR ENTIRETY.
D52 CAREFULLY DISASSEMBLE AND SALVAGE CHIMNEY BRICKS FOR REINSTALLATION,

FROM THIRD FLOOR LEVEL.
D70 CAREFULLY REMOVE AND LEGALLY DISPOSE OF EXISTING METAL ROOF.
D71 EXISTING ASPHALT ROOF SHINGLES AND ROOF MASTIC TO BE REMOVED BY

ABATEMENT CONTRACTOR. REFER TO PLAN SHEET ASB-103.
D72 CAREFULLY REMOVE AND LEGALLY DISPOSE OF EXISTING ROOF HATCH.
D74 CLERESTORY WALL BELOW HIGH ROOF.
D75 EXTERIOR WALL BELOW ROOF.
D76 CAREFULLY REMOVE AND LEGALLY DISPOSE OF EXISTING ROOF HATCH CURB.
D78 REMOVE AND LEGALLY DISPOSE OF EXISTING METAL GUTTER

NORTH



T/ROOF ARCH
ELEV. = +134'-5 1/2"±
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ELEV. = +122'-11"±
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ELEV. = +111'-7"±
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GRADE AT FRONT STEPS
ELEV. = +97'-6"±
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SEE SPECIFICATION 02 83 00 FOR LEAD REMEDIATION REPORT AND LOCATIONS.
FOR ALL DEMOLITION WORK - CONFIRM WHICH ITEMS AND MATERIALS ARE LEAD-
CONTAINING AND REQUIRE ABATEMENT PROCEDURES.
FOLLOW LEAD ABATEMENT PROCEDURES FOR EACH CONDITION:

EXTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
EXTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED 
CLEAN, RE-PAINTED AND RE-INSTALLED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
INTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED CLEAN, 
REPAINTED AND RE-INSTALLED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.

FOLLOW DISPOSAL PROCEDURES FOR ALL LEAD-CONTAINING MATERIALS.
PROPERLY CLEAN AREA IN WHICH LEAD ABATEMENT PROCEDURES WERE 
PERFORMED.

DEMOLITION PLAN LEAD ABATEMENT NOTES

www.hurst-rosche.com
DATEDATE

PROJECT NO.PROJECT NO.

SHEET NO.SHEET NO.

CHECKEDCHECKED APPROVEDAPPROVED

APPROVEDAPPROVED

PREPAREDPREPARED

TRACEDTRACED

DRAWNDRAWN 202 NORTH MARKET ST., SUITE C
MARION, IL  62959
PH: 618.998.0075

HILLSBORO, IL
EAST ST. LOUIS, IL

ARNOLD, MO
NASHVILLE, TN

SPRINGFIELD, IL

JB PRITZKER, GOVERNOR
Illinois Capital Development Board

State of Illinois
REVISIONS

REMARKSDATENO.

NOTE: CONTRACTOR SHALL OBTAIN AND VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE AND BE FULLY RESPONSIBLE FOR SAME.

Hurst-Rosche, Inc.
PROFESSIONAL DESIGN NUMBER: 184-000298

EXP.:EXP.:

DATE:DATE:

ISSUED FOR BID

11-30-2611-30-26
OF (    ) SHEETSOF (    ) SHEETSDESIGN FIRM REG NUMBER: 184.000298-0015 H
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WEST DEMOLITION ELEVATIONWEST DEMOLITION ELEVATION

RENOVATE BUILDING AND SITE IMPROVEMENTSRENOVATE BUILDING AND SITE IMPROVEMENTS
DEPARTMENT OF NATURAL RESOURCESDEPARTMENT OF NATURAL RESOURCES
4325 CRENSHAW LANE4325 CRENSHAW LANE
EQUALITY, GALLATIN COUNTY, ILLINOISEQUALITY, GALLATIN COUNTY, ILLINOIS

04-08-202604-08-2026

104-620-005104-620-005
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SCALE: 1/4" = 1'- 0"

D-201D-201
WEST DEMO ELEVATION1 WEST DEMO ELEVATION1

KEYNOTE LEGEND
MARK KEYNOTE
D00 CAREFULLY REMOVE AND LEGALLY DISPOSE OF PREVIOUS BUILDING ADDITION,

SHOW AS 9'10" BY 23'-9" ON D-101, AND CONCRETE STAIRS IN THEIR ENTIRETY.
D10 RE-OPEN HISTORIC WINDOW OPENING FOR INSTALLATION OF NEW WINDOWS

MATCHING ORIGINAL. SEE WINDOW SCHEDULE.
D70 CAREFULLY REMOVE AND LEGALLY DISPOSE OF EXISTING METAL ROOF.
D71 EXISTING ASPHALT ROOF SHINGLES AND ROOF MASTIC TO BE REMOVED BY

ABATEMENT CONTRACTOR. REFER TO PLAN SHEET ASB-103.
D78 REMOVE AND LEGALLY DISPOSE OF EXISTING METAL GUTTER
D88 REMOVE AND LEGALLY DISPOSE OF LOOSE PARGING AT EXPOSED STONE

FOUNDATION WALL.
D90 DISMATLE EXISTING DECKING.
D91 REMOVE SIDING, PREPARE FOR REINSTALLATION AND STORE EXISTING SIDING IN

WEATHERPROOF MANNER.
D93 DISMATLE EXISTING COLUMNS, VERIFY WITH IDNR PRIOR TO DISPOSAL.
D97 REMOVE AND LEGALLY DISPOSE OF BOARDS OVER CLERESTORY WINDOWS.
D98 NOT USED
D99 REMOVE AND LEGALLY DISPOSE OF EXISTING CONCRETE STAIR AND RAIL.



T/ROOF ARCH
ELEV. = +134'-5 1/2"±

THIRD FLOOR/ATTIC
ELEV. = +122'-11"±

SECOND FLOOR
ELEV. = +111'-7"±

FIRST FLOOR
ELEV. = +100'-0"±

BASEMENT
ELEV. = +92'-0"±

GRADE AT FRONT STEPS
ELEV. = +97'-6"±
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SEE SPECIFICATION 02 83 00 FOR LEAD REMEDIATION REPORT AND LOCATIONS.
FOR ALL DEMOLITION WORK - CONFIRM WHICH ITEMS AND MATERIALS ARE LEAD-
CONTAINING AND REQUIRE ABATEMENT PROCEDURES.
FOLLOW LEAD ABATEMENT PROCEDURES FOR EACH CONDITION:

EXTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
EXTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED 
CLEAN, RE-PAINTED AND RE-INSTALLED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
INTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED CLEAN, 
REPAINTED AND RE-INSTALLED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.

FOLLOW DISPOSAL PROCEDURES FOR ALL LEAD-CONTAINING MATERIALS.
PROPERLY CLEAN AREA IN WHICH LEAD ABATEMENT PROCEDURES WERE 
PERFORMED.

DEMOLITION PLAN LEAD ABATEMENT NOTES

www.hurst-rosche.com
DATEDATE

PROJECT NO.PROJECT NO.

SHEET NO.SHEET NO.

CHECKEDCHECKED APPROVEDAPPROVED

APPROVEDAPPROVED

PREPAREDPREPARED

TRACEDTRACED

DRAWNDRAWN 202 NORTH MARKET ST., SUITE C
MARION, IL  62959
PH: 618.998.0075

HILLSBORO, IL
EAST ST. LOUIS, IL

ARNOLD, MO
NASHVILLE, TN

SPRINGFIELD, IL

JB PRITZKER, GOVERNOR
Illinois Capital Development Board

State of Illinois
REVISIONS

REMARKSDATENO.

NOTE: CONTRACTOR SHALL OBTAIN AND VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE AND BE FULLY RESPONSIBLE FOR SAME.

Hurst-Rosche, Inc.
PROFESSIONAL DESIGN NUMBER: 184-000298

EXP.:EXP.:

DATE:DATE:

ISSUED FOR BID

11-30-2611-30-26
OF (    ) SHEETSOF (    ) SHEETSDESIGN FIRM REG NUMBER: 184.000298-0015 H
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SOUTH DEMOLITION ELEVATIONSOUTH DEMOLITION ELEVATION

RENOVATE BUILDING AND SITE IMPROVEMENTSRENOVATE BUILDING AND SITE IMPROVEMENTS
DEPARTMENT OF NATURAL RESOURCESDEPARTMENT OF NATURAL RESOURCES
4325 CRENSHAW LANE4325 CRENSHAW LANE
EQUALITY, GALLATIN COUNTY, ILLINOISEQUALITY, GALLATIN COUNTY, ILLINOIS

04-08-202604-08-2026
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D-202D-202
SOUTH DEMO ELEVATION1 SOUTH DEMO ELEVATION1

KEYNOTE LEGEND
MARK KEYNOTE
D00 CAREFULLY REMOVE AND LEGALLY DISPOSE OF PREVIOUS BUILDING ADDITION,

SHOW AS 9'10" BY 23'-9" ON D-101, AND CONCRETE STAIRS IN THEIR ENTIRETY.
D10 RE-OPEN HISTORIC WINDOW OPENING FOR INSTALLATION OF NEW WINDOWS

MATCHING ORIGINAL. SEE WINDOW SCHEDULE.
D70 CAREFULLY REMOVE AND LEGALLY DISPOSE OF EXISTING METAL ROOF.
D71 EXISTING ASPHALT ROOF SHINGLES AND ROOF MASTIC TO BE REMOVED BY

ABATEMENT CONTRACTOR. REFER TO PLAN SHEET ASB-103.
D78 REMOVE AND LEGALLY DISPOSE OF EXISTING METAL GUTTER
D90 DISMATLE EXISTING DECKING.
D91 REMOVE SIDING, PREPARE FOR REINSTALLATION AND STORE EXISTING SIDING IN

WEATHERPROOF MANNER.
D93 DISMATLE EXISTING COLUMNS, VERIFY WITH IDNR PRIOR TO DISPOSAL.
D99 REMOVE AND LEGALLY DISPOSE OF EXISTING CONCRETE STAIR AND RAIL.



T/ROOF ARCH
ELEV. = +134'-5 1/2"±

THIRD FLOOR/ATTIC
ELEV. = +122'-11"±
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ELEV. = +111'-7"±
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GRADE AT FRONT STEPS
ELEV. = +97'-6"±
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SEE SPECIFICATION 02 83 00 FOR LEAD REMEDIATION REPORT AND LOCATIONS.
FOR ALL DEMOLITION WORK - CONFIRM WHICH ITEMS AND MATERIALS ARE LEAD-
CONTAINING AND REQUIRE ABATEMENT PROCEDURES.
FOLLOW LEAD ABATEMENT PROCEDURES FOR EACH CONDITION:

EXTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
EXTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED 
CLEAN, RE-PAINTED AND RE-INSTALLED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
INTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED CLEAN, 
REPAINTED AND RE-INSTALLED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.

FOLLOW DISPOSAL PROCEDURES FOR ALL LEAD-CONTAINING MATERIALS.
PROPERLY CLEAN AREA IN WHICH LEAD ABATEMENT PROCEDURES WERE 
PERFORMED.

DEMOLITION PLAN LEAD ABATEMENT NOTES

www.hurst-rosche.com
DATEDATE

PROJECT NO.PROJECT NO.

SHEET NO.SHEET NO.

CHECKEDCHECKED APPROVEDAPPROVED

APPROVEDAPPROVED

PREPAREDPREPARED

TRACEDTRACED

DRAWNDRAWN 202 NORTH MARKET ST., SUITE C
MARION, IL  62959
PH: 618.998.0075

HILLSBORO, IL
EAST ST. LOUIS, IL

ARNOLD, MO
NASHVILLE, TN

SPRINGFIELD, IL

JB PRITZKER, GOVERNOR
Illinois Capital Development Board

State of Illinois
REVISIONS

REMARKSDATENO.

NOTE: CONTRACTOR SHALL OBTAIN AND VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE AND BE FULLY RESPONSIBLE FOR SAME.

Hurst-Rosche, Inc.
PROFESSIONAL DESIGN NUMBER: 184-000298

EXP.:EXP.:

DATE:DATE:

ISSUED FOR BID

11-30-2611-30-26
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EAST DEMOLITION ELEVATIONEAST DEMOLITION ELEVATION

RENOVATE BUILDING AND SITE IMPROVEMENTSRENOVATE BUILDING AND SITE IMPROVEMENTS
DEPARTMENT OF NATURAL RESOURCESDEPARTMENT OF NATURAL RESOURCES
4325 CRENSHAW LANE4325 CRENSHAW LANE
EQUALITY, GALLATIN COUNTY, ILLINOISEQUALITY, GALLATIN COUNTY, ILLINOIS
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EAST DEMO ELEVATION1 EAST DEMO ELEVATION1

KEYNOTE LEGEND
MARK KEYNOTE
D10 RE-OPEN HISTORIC WINDOW OPENING FOR INSTALLATION OF NEW WINDOWS

MATCHING ORIGINAL. SEE WINDOW SCHEDULE.
D70 CAREFULLY REMOVE AND LEGALLY DISPOSE OF EXISTING METAL ROOF.
D71 EXISTING ASPHALT ROOF SHINGLES AND ROOF MASTIC TO BE REMOVED BY

ABATEMENT CONTRACTOR. REFER TO PLAN SHEET ASB-103.
D78 REMOVE AND LEGALLY DISPOSE OF EXISTING METAL GUTTER
D88 REMOVE AND LEGALLY DISPOSE OF LOOSE PARGING AT EXPOSED STONE

FOUNDATION WALL.
D90 DISMATLE EXISTING DECKING.
D91 REMOVE SIDING, PREPARE FOR REINSTALLATION AND STORE EXISTING SIDING IN

WEATHERPROOF MANNER.
D93 DISMATLE EXISTING COLUMNS, VERIFY WITH IDNR PRIOR TO DISPOSAL.
D97 REMOVE AND LEGALLY DISPOSE OF BOARDS OVER CLERESTORY WINDOWS.
D99 REMOVE AND LEGALLY DISPOSE OF EXISTING CONCRETE STAIR AND RAIL.



T/ROOF ARCH
ELEV. = +134'-5 1/2"±

THIRD FLOOR/ATTIC
ELEV. = +122'-11"±

SECOND FLOOR
ELEV. = +111'-7"±

FIRST FLOOR
ELEV. = +100'-0"±

BASEMENT
ELEV. = +92-0"'±

GRADE AT FRONT STEPS
ELEV. = +97'-6"±
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SEE SPECIFICATION 02 83 00 FOR LEAD REMEDIATION REPORT AND LOCATIONS.
FOR ALL DEMOLITION WORK - CONFIRM WHICH ITEMS AND MATERIALS ARE LEAD-
CONTAINING AND REQUIRE ABATEMENT PROCEDURES.
FOLLOW LEAD ABATEMENT PROCEDURES FOR EACH CONDITION:

EXTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
EXTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED 
CLEAN, RE-PAINTED AND RE-INSTALLED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
EXTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS OR ITEMS TO BE REMOVED.
INTERIOR LEAD-CONTAINING MATERIALS TO BE REMOVED, SCRAPED CLEAN, 
REPAINTED AND RE-INSTALLED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND BE RE-
FINISHED.
INTERIOR LEAD-CONTAINING MATERIALS TO REMAIN IN PLACE AND NOT BE 
RE-FINISHED.

FOLLOW DISPOSAL PROCEDURES FOR ALL LEAD-CONTAINING MATERIALS.
PROPERLY CLEAN AREA IN WHICH LEAD ABATEMENT PROCEDURES WERE 
PERFORMED.

DEMOLITION PLAN LEAD ABATEMENT NOTES

www.hurst-rosche.com
DATEDATE

PROJECT NO.PROJECT NO.

SHEET NO.SHEET NO.

CHECKEDCHECKED APPROVEDAPPROVED

APPROVEDAPPROVED

PREPAREDPREPARED

TRACEDTRACED
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PH: 618.998.0075
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NASHVILLE, TN

SPRINGFIELD, IL

JB PRITZKER, GOVERNOR
Illinois Capital Development Board

State of Illinois
REVISIONS

REMARKSDATENO.

NOTE: CONTRACTOR SHALL OBTAIN AND VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE AND BE FULLY RESPONSIBLE FOR SAME.

Hurst-Rosche, Inc.
PROFESSIONAL DESIGN NUMBER: 184-000298

EXP.:EXP.:
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NORTH DEMOLITION ELEVATIONNORTH DEMOLITION ELEVATION

RENOVATE BUILDING AND SITE IMPROVEMENTSRENOVATE BUILDING AND SITE IMPROVEMENTS
DEPARTMENT OF NATURAL RESOURCESDEPARTMENT OF NATURAL RESOURCES
4325 CRENSHAW LANE4325 CRENSHAW LANE
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NORTH DEMO ELEVATION1 NORTH DEMO ELEVATION1

KEYNOTE LEGEND
MARK KEYNOTE
D00 CAREFULLY REMOVE AND LEGALLY DISPOSE OF PREVIOUS BUILDING ADDITION,

SHOW AS 9'10" BY 23'-9" ON D-101, AND CONCRETE STAIRS IN THEIR ENTIRETY.
D10 RE-OPEN HISTORIC WINDOW OPENING FOR INSTALLATION OF NEW WINDOWS

MATCHING ORIGINAL. SEE WINDOW SCHEDULE.
D12 CAREFULLY REMOVE WINDOW AFTER CAULK ABATEMENT. RESTORE IN SHOP FOR

LATER REINSTALLATION.
D70 CAREFULLY REMOVE AND LEGALLY DISPOSE OF EXISTING METAL ROOF.
D71 EXISTING ASPHALT ROOF SHINGLES AND ROOF MASTIC TO BE REMOVED BY

ABATEMENT CONTRACTOR. REFER TO PLAN SHEET ASB-103.
D78 REMOVE AND LEGALLY DISPOSE OF EXISTING METAL GUTTER
D88 REMOVE AND LEGALLY DISPOSE OF LOOSE PARGING AT EXPOSED STONE

FOUNDATION WALL.
D91 REMOVE SIDING, PREPARE FOR REINSTALLATION AND STORE EXISTING SIDING IN

WEATHERPROOF MANNER.


